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Settings

Airplane Mode

Device NetworkUser

Passcode

Confirm 
Passcode

• • • •

• • • •

Reset

Leave Passcode blank to use Skiff without 
passcode

Device Security

Page Specific Interactive 
Elements:
(top to bottom, left column to right column)
Reset (Button): On click - Passcode and Confirm 
Passcode are blanked and made active, allowing 
user to enter a new passcode. Cursor is placed in 
first code blank and keyboard is called.

Passcode Blanks: Not clickable. As user enters a 
number or letter in keyboard, device shows number 
or letter for 3 seconds and then changes it to a 
bullet. 
On completion of Passcode, cursor goes to Confirm 
Passcode. 

Time Zone (dropdown): Selection determines what 
time zone is used. For v.1, options include Atlantic, 
Eastern, Indiana, Central, Mountain, Arizona, 
Pacific, Alaska and Hawaii-Aleutian. Default is 
Eastern Time Zone.

Choose Reading Voice (dropdown): user can 
choose between available reading voices.

Sound Level (checkboxes): sets the volume for 
the system non-alert functions, from 0 to 4. Default 
is 2.

Choose Alert Sound (dropdown): Allows user to 
select the sound played (if any) when user's 
attention is needed.

Alert Sound Level (checkboxes): sets the volume 
for the system alert functions, from 0 to 4. Default is 
2.

Airplane Mode (Checkbox):  This box is 
unchecked by default. On check, WiFi and 3G are 
both disabled. On Uncheck, WiFi and 3G return to 
their previous settings.

Use screensaver (checkbox) : on select, 
screensaver is engaged after {user chosen} minutes 
of inactivity. When deselected, screensaver is not 
used.

Screensaver Minutes (dropdown): ranging from 1 to 
15, this sets the length in minutes of inactivity that 
will trigger the screensaver (and passcode lock if in 
use).

Touchscreen Test (Button):  On click this button 
begins the Touchscreen / Calibration function

Page Description: 
This is the 'home' page for Settings, the default 
landing view when user chooses "Settings" from the 
dock.

How User Got Here: 
The user has chosen "Settings" from the dock or, if 
already in Settings, has chosen "Device" from the 
header tabs. 

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
choose the settings for their device. 
System Bar:  Standard Skiff System Bar at bottom.
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Touchscreen Test

Start Touchscreen Test

Page Title: Settings, Settings: 8.0 Device

 

System Responsibilities:
Passcode Match: System must ensure Passcode and 
Passcode Confirm match. If they do not, Passcode and 
Confirm Passcode are blanked and alert tells user that 
codes did not match. 

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.
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Settings
Device NetworkUser

User Passcode     

Enter User Passcode to edit this profile

Joe SmithUser Name

JSMith602@gmail.comEmail

Page 4Created: Wed Feb 17 2010
Author: Chris Nordling

Last Modified: Tue Mar 02 2010
By: Chris Nordling

Document Title: settings_detail_wireframes_030110_01
Proprietary and Confidential

Page Specific Interactive 
Elements:
User Icons (buttons): On click of each of these the 
information on the right is filled in with the 
appropriate User Name, Email and the passcode 
fields are blanked. List is in chronological order, with 
the first user created at the top and the last user 
created at the bottom. 

Add User (button): On click user is taken to the 
Add User page.

User Passcode (fields): To edit a profile the user 
must enter their four digit passcode. On focus of the 
passcode field, the keyboard is displayed. On entry 
of single number or letter, the entry cursor is 
immediately moved to the next blank field to the 
right,  the entered number or letter is shown in the 
original blank for 3 seconds in the field and then 
converted to a bullet. 

On complete entry of all four blanks, passcode is 
checked against existing passcode. If it matches, 
user is taken to page User 1. If it does not match, 
passcode fields are blanked and an error message 
is displayed.

Page Description: 
This is the User Preferences start for a multi-user 
Skiff. Operator must enter a passcode to continue 
further with this user profile. By default, on landing, 
user is taken to the first user on the list. 

How User Got Here: 
User has pressed the User (Tab) at the top right of 
the screen AND the user

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
Passcode Acceptance: System is responsible for 
checking passcode on entry. If a match, user continues to 
page User 1. If not, an alert is given and user remains on 
this page and passcode is blanked.

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

Page Title: Settings: 8.1 User Passcode 

NOTE that if default 
user has employed a 
passcode, operators 
choosing "User" from 

the tabs lands on 
User Passcode. If they 

have no passcode, 
they land on User 1.
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Delete This User

Page Title: Settings: 8.1.1 User 1

Page Specific Interactive 
Elements:
User Icons (buttons): On click of each of these the 
information on the right is filled in with the 
appropriate User Name, Email and the passcode 
fields are blanked. List is in chronological order, with 
the first user created at the top and the last user 
created at the bottom. 

Add User (button): On click user is taken to the 
Add User page.

Delete User (button): On click a dialog box is 
revealed that asks user if they are sure they want to 
delete this user. If yes, then user is deleted, if no, 
then dialog is dismissed.

User Name (field): On focus (click or tab into) 
keyboard is displayed.

Email (field): On focus, keyboard is displayed.

Passcode, Confirm Passcode (fields):  On focus, 
keyboard is displayed. On entry of single number or 
letter, the entry cursor is immediately moved to the 
next blank field to the right,  the entered number or 
letter is shown in the original blank for 3 seconds in 
the field and then converted to a bullet. 

On completion of both the Passcode and Confirm 
Passcode, system checks that the two entered 
passcodes match. If they match, passcode is 
changed to the new sequence. If they do not match, 
Passcode and Confirm Passcode fields are blanked 
and an alert message that they did not match is 
displayed.

Skiff Store Settings:
Email (field): on focus, keyboard is displayed.
Password (field) : on focus keyboard is displayed. 
As user enters letters or numbers they are shown 
for 3 seconds and then converted to bullets. 

Link Other Accounts:
Email or Username: On focus, keyboard is 
displayed. If specified as an email address, system 
must check that entered string is in proper email 
format on loss of focus.

Password (fields) : on focus keyboard is displayed. 
As user enters letters or numbers they are shown 
for 3 seconds and then converted to bullets. 

Pagination: pagination images are graphic only and 
do not respond to click, focus etc.

Page Description: 
This is the landing page for user information once 
user has entered his/her passcode. On creation of a 
new user, the information here would be blank. 

How User Got Here: 
User has successfully entered a passcode for this 
user in page User Passcode OR has just created a 
new user OR has clicked user name/icon and user 
has not entered a passcode OR user has clicked the 
user tab and the default user (first in list) is not using 
a passcode. 

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
Email: System must check that all Email addresses are  
in valid format.

Passcode and Confirm Passcode: System is 
responsible for checking that these two field sets match 
on complete entry.

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

Link Other Accounts

Joe@schmoe.comEmail

Password  ••••••••

Leave Password blank to require password at each use

Facebook

Joe@schmoe.comUsername

Password  ••••••••

Reddit

Skiff Store Settings

Joe@schmoe.comEmail

Password  ••••••••
Leave Password blank to require password at time of 
purchase
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Show My Skiff

Go to last read item

Show today's newspapers

2/2

Add User

Delete This User

Page Title: Settings: 8.1.2 User 2

Page Specific Interactive 
Elements:
User Icons (buttons): On click of each of these the 
information on the right is filled in with the 
appropriate User Name, Email and the passcode 
fields are blanked. List is in chronological order, with 
the first user created at the top and the last user 
created at the bottom. 

NOTE on click of user icon, screen refreshes to that 
user's page User Passcode or User 1, not to User 2

Add User (button): On click user is taken to the 
Add User page.

Delete User (button): On click a dialog box is 
revealed that asks user if they are sure they want to 
delete this user. If yes, then user is deleted, if no, 
then dialog is dismissed.

On Login (radio set): This section determines 
where user is taken on login. If Show My Skiff is 
chosen, user is immediately taken to that page. If 
'last read item' is chosen, user is taken to the last 
page of the item they were reading when logged 
out. If 'today's newspapers' is chosen, user is shown 
the Reading pane of Newspapers section. 

Default value is "Go to last read item"

Newspapers:
Shop for Newspapers (button): links to the Store: 
Newspaper section.
Number (dropdown): This dropdown runs from 1 to 
7. 
Week (dropdown): This dropdown lets user change 
the term used for when Newspaper issues are sent 
to the library. Options include Days(s) and Issue(s). 
Default is 7 Day(s).

Magazines:
Shop for Magazines (button): links to the Store: 
Magazines section.
Number (dropdown): This dropdown runs from 1 to 
7. 
Week (dropdown): This dropdown lets user change 
the term used for when magazine issues are sent to 
the library. Options include Days(s), Week(s) and 
Issue(s).
Default is 3 Issue(s).

Find More Blogs (button): links to the Store: Blogs 
section.
Number (dropdown): This dropdown runs from 1 to 
4. 
Week (dropdown): This dropdown lets user change 
the term used for when Blog postings are sent to the 
library. Options include Days(s) and Posting(s).
Default is 3 Day(s)

Page Description: 
This is the second page of user settings. 

How User Got Here: 
User has flipped from page one of user settings to 
this page. 

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
None.

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

Newspapers

Move issues to Library after

Magazines

Move issues to Library after

Blogs

Move issues to Library after

Shop for Newspapers

Shop for Magazines

Find More Blogs

Day(s)7 

Issue(s)3

Day(s)   3
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Page Title: Settings: 8.1.3 Add User 1

Page Specific Interactive 
Elements:
All: This page and the subsequent user page 
function identically to the User 1 and User 2 pages 
except that the information is blank with the 
exception being that the User Name (field) is 
initially populated with "New User"

Page Description: 
This page is how the user can create a new user. 
User's are listed by short name (first name) on the 
left with an icon. User's are listed in creation date/
time order. 

How User Got Here: 
User has pressed on the "Add User" button.

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
Unique User: System must check that each user is 
unique on this device. In the event of duplicate first 
names (used as short names), the second and following 
identical short names will have a number added to his her 
short name (so the second Joe to sign up becomes 
Joe2).

Email: System must check that all Email addresses are  
in valid format.

Passcode and Confirm Passcode: System is 
responsible for checking that these two field sets match 
on complete entry.

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

New 
User

New User

User Settings

User Name

Email

Passcode

Confirm

    

    
Reset

Leave Passcode blank to use Skiff without passcode

Skiff Store Settings

Email

Password

Leave Password blank to require password at time of 
purchase

Link Other Accounts

 Email

Password  

Leave Password blank to require password at each use

Facebook

 Username

Password  

Reddit

Delete User
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Settings
Device NetworkUser

Device Specs
Skiff Name:  SKIFFY

Skiff Address:  username@skiff.com

Software Version: 1.02 

Available WiFi Networks Wifi Status

3G Status

Connected to "NYNY034

IP Address:  192.168.0.54

Disable WiFi

Enable 3G

Not Connected to 3G

3G Disabled

NYNY034

Elgin31

Elgin32

Elgin30

Apple Network AE45029

linksys

Marriott Guest

Marriott

Other...

Press network name to join

Automatically join known networks√

√

1/1

Page Title: Settings: 8.2 Network

Page Specific Interactive 
Elements:
Network Names (buttons): On click of network 
name, if the network does not require a password 
then it is joined.  

IF the network requires a password, a dialog box 
asking for security protocol (WEP, WPA, WPA2) with 
a field for the password is presented. 

On successfully joining a network, the network that 
is joined gets a check mark next to its name.

Automatically join known networks (checkbox): 
On selection of this item (selected by default) any 
network that this device has already joined is joined 
automatically when in range. If more than one 
known network is available, the network with a 
higher signal strength is joined.

Disable WiFi (Button)/ Enable WiFi (Button): On 
click of this button, WiFi is disabled. If WiFi is 
disabled, this button changes its label to "Enable 
WiFi". On click of "Enable WiFi" the WiFi service is 
enabled. 

Disable 3G (Button)/ Enable 3G (Button): On click 
of this button, 3G service is disabled. If 3G is 
disabled, this button changes its label to "Enable 
3G". On click of "Enable 3G" the 3G service is 
enabled. 

Page Description: 
This is the Network settings page.

How User Got Here: 
User has clicked on the Network tab in the section 
navigation.

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
Status: The system must keep track of the current IP 
address (if any) and the status of the 3G network.

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

Detailed WiFi Status

Detailed 3G Status

Enable EVDO USB pass through√
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Page Title: Settings: 8.2.1 Detailed WiFi Status

Page Specific Interactive 
Elements:
Network Names (buttons): On click of network 
name, if the network does not require a password 
then it is joined.  

IF the network requires a password, a dialog box 
asking for security protocol (WEP, WPA, WPA2) with 
a field for the password is presented. 

On successfully joining a network, the network that 
is joined gets a check mark next to its name.

Automatically join known networks (checkbox): 
On selection of this item (selected by default) any 
network that this device has already joined is joined 
automatically when in range. If more than one 
known network is available, the network with a 
higher signal strength is joined.

Disable WiFi (Button)/ Enable WiFi (Button): On 
click of this button, WiFi is disabled. If WiFi is 
disabled, this button changes its label to "Enable 
WiFi". On click of "Enable WiFi" the WiFi service is 
enabled. 

Disable 3G (Button)/ Enable 3G (Button): On click 
of this button, 3G service is disabled. If 3G is 
disabled, this button changes its label to "Enable 
3G". On click of "Enable 3G" the 3G service is 
enabled. 

Page Description: 
This is the Network settings page.

How User Got Here: 
User has clicked on the Network tab in the section 
navigation.

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
Status: 

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

Wireless Network:        Corporate-Network-2
Ethernet link status:     Connected
Connection Type:         WiFi
IP Address:                  10.0.10.160
IP Subnet Mask:           255.255.255.0
IP Gateway Address:    10.0.10.1
IP Name Servers:         10.0.10.58
                                      10.0.10.59

ipconfig data:
descr: CIS-NET TESTNETWORK
import: from AS286 62.12.4.29 at 194.151.255.252 action pref = 100;
 from AS286 accept ANY
export: to AS286 62.12.4.29 at 194.151.255.252 action pref = 100;
 to AS286 announce AS2043 AS1134
import: from AS1134 62.12.29.1 at 194.151.255.252 action pref = 450;
 from AS1134 accept ANY
export: to AS1134 62.12.29.1 at 194.151.255.252 action pref = 450;
 to AS1134 announce ANY
admin-c: KPN-RIPE
tech-c: KPN-RIPE
notify: testmaster(at)ip.kpn.net
notify: ipregistry(at)kpn.net
mnt-by: AS2043-MNT
changed: johnz(at)kpn.net 20010529
changed: patrickd(at)kpn.net 20020711
changed: arjanl(at)kpn.net 20041227
source: RIPE

Detailed WiFi Status
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Page Title: Settings: 8.2.2 Detailed 3G Status

Page Specific Interactive 
Elements:
Network Names (buttons): On click of network 
name, if the network does not require a password 
then it is joined.  

IF the network requires a password, a dialog box 
asking for security protocol (WEP, WPA, WPA2) with 
a field for the password is presented. 

On successfully joining a network, the network that 
is joined gets a check mark next to its name.

Automatically join known networks (checkbox): 
On selection of this item (selected by default) any 
network that this device has already joined is joined 
automatically when in range. If more than one 
known network is available, the network with a 
higher signal strength is joined.

Disable WiFi (Button)/ Enable WiFi (Button): On 
click of this button, WiFi is disabled. If WiFi is 
disabled, this button changes its label to "Enable 
WiFi". On click of "Enable WiFi" the WiFi service is 
enabled. 

Disable 3G (Button)/ Enable 3G (Button): On click 
of this button, 3G service is disabled. If 3G is 
disabled, this button changes its label to "Enable 
3G". On click of "Enable 3G" the 3G service is 
enabled. 

Page Description: 
This is the Network settings page.

How User Got Here: 
User has clicked on the Network tab in the section 
navigation.

Page Elements:  
Header: Header consists of the Settings label and 
three tabs taken from the standard interface, Device 
(Tab), User (Tab) and Network (Tab).
Body: The body of the page is made up of a 
number of interactive elements that allow the user to 
customize their Skiff experience. 
System Bar:  Standard Skiff System Bar at bottom.

System Responsibilities:
Status: 

Section Navigation Elements:
Device (Tab): On click the device displays the : Device 
page to the user and the Device (Tab) is shown as active.

User (Tab): On click the device displays the : User 
Passcode page and the User (Tab) is shown as active.

Network (Tab): On click the device displays the : Network 
page and the Network (Tab) is shown as active.

nterface Cellular0/0/0 chat-script ipwan "" "ATDT*98*4#" 
TIMEOUT 30 
encapsulation pppRouter#cellular 0/0/0 gsm profile create 4 telstra.corp 
Profile 4 will be created with the following values:
APN = telstra.corp
Are you sure? [confirm]
Profile 4 written to modem
- the profile is shown (sh cell 0/0/0 profile) as ACTIVE when a call is in 
progress, INACTIVE otherwise
Router#sh cel 0/0/0 profile 
Profile 4 = ACTIVE
PDP Type = IPv4
PDP address = 10.7.0.0
Access Point Name (APN) = telstra.corp
Authentication = None
ppp chap hostname user045@example.net
ppp chap password 0 mysecret
async mode interactive
ip address negotiated
dialer in-band
! dialer string is required by IOS, but has no meaning for the cell intese the 
chat script label
! default is 120s
dialer idle-timeout 300
! allow any ip traffic to bring up the link
dialer-list 1 protocol ip permit
AT!NVOEM=GMSCLASS,0C
AT!NVOEM=EMSCLASS,0C
AT!CUSTOM="MEPCODE",1
AT!CUSTOM="MEPLOCK",0

Detailed 3G Status


